B KRYTAC

TRIDENT SDP

S P E C I FI CATI 0 N S All specifications subject to change.

| CALIBER JNs | MECHBOX | VELOCITY
@ C BMM F ¢ KRYTAC Trident Mechbox @ : 100 MPS/330FPS
: ¢ with 8 mm Bearing : with 0.20g BB

: ENERGY OUTPUT
: 1Joules

C><)C> . RATE OF FIRE
O | 20+RPS

SPECIALFEATURES .................................................... Overall Length: 470 mm (185")

Ambidextrous fire SeleCtOr ......................................................................................
................................................................................. Overall Height: 180 mm (7”)

Integrated FET SYSIBIM e
................................................................................. Weight 2 kg (4.6 Ibs)

LOCking bolt and bolt release ......................................................................................
................................................................................. Outer Barrel Length: 140 mm (55”)

Fu" metal alloy upper and IOWer receiver ......................................................................................
................................................................................. Inner Barrel Length: 143 mm

Adjustable rotary hop_up ......................................................................................
................................................................................. . Inner Barrel Diameter: 6.05 mm

SALES CONTACT  T:+1 855 KRISS US (574-7787) F:+1 (714) 276-2740 E: SALES@KRYTAC.COM W: WWW.KRYTAC.COM
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